Teletype Corporation 898EE 
Chicago, Illinois, U.S.A. Issue 1, Page 1 


Novenber, 1956 
CHANGES AND ADDITIONS TO ADJUSTMENT BULLETINS 


Issue 3 - Type Bar Tape Printer 

Issue 5 - Type Bar Page Printer 

Issue 2 ~ Perforator Transmitter 

Issue 2 - Type Wheel Page Printer 

Issue 4 ~ Typing Reperforator 

Issue 2 = Perforator Transmitter 

Issue 1 - Multiple Transmitter Distributor and Base 

Issue 1 - Sinele "nit Transmitter and Base 

Issue 1 - Translator Unit, Receiving Distributor and Panel 
Issue 1 = Multiplex Start-Stop Extensor Set 
Issue 1 - Multiple Transmitter Distributor and Bai 
Issue 1 ~ Model 31 Tape Printer 

Issue 1 - Teletype Sequential Control (SECO) System 


Issue 1 - Multiple Transmitter Distributor and Ba: 
TRANSMITTING CONTACTS GAP ADJUSTMENT (For following Bulletins) 

1278, Page 30 1708, Page 2 

1388, Page 47 1758, Page 2 

1488, Page 11 1763, Page 5 

1598, Page 31. 1858, Page 6 

1658, Page 4-2 2008, Page 3-10 

1663, Page 12 


Change this adjustment to read as follows: 


With each contact lever on the high part of its cam, the 
contact gap should be .017" to .025" (.015" to .025" for 
start~stop contacts). 


NOTE: If no signal measuring device is available, ALL 
contact gaps should bes 


O17" to .023" for units operating at 60 or 75 WPM 
020" to .025" for units operating at 100 WPM 


To adjust, bend the shorter contact springs. 


TRANSMITTING CONTACTS GAP ADJUSTMENT (For following Bulletin) 


1828, Page 11 
Change this adjustment to read as follows: 


The contact bracket should be positioned so that the mounting 
screws are approximately in the center of their holes (See 

Figure 23 in Bulletin). Under this condition and with each 
contact lever on the high part of its cam, the contact gap 

should be .O17" to .025" (.015" to .025" for start-stop contacts). 


Printed in U.S.A. 


NOTE: If no signal measuring device is available, ALL 


oy gaps should be: 
+OL7" to .023" for units operating at 60 or 75 WPH. 
+025" for units operating at 100 WPM 
“J To adjust, bend the shorter contact springs. 


TRANSUITTING CONTACTS GAP ADJUSTMENT (For following Bulletins) 
4 201B, Page 5-16 
2218, Page 4 


Change this adjustment to read as follows: 


With each contact lever on the high part of its cam, the contact 
gap should be .017" to .025" (.015" to .025" for start-stop 
contacts). 


NOTE: If no signal measuring device is available, ALL 
contact gaps should be: 
+017" to .023" for units operating at 60 or 75 WPM. 
020" to .025" for units operating at 100 WPM 
The shorter contact springs should rest against 
their backstops with a pressure of 4 to 8 oz8., 
measured by applying the push end of an 8 of. 
scale at a right angle to the end of the shorter 
contact springs. 


To adjust, bend the shorter contact springs and position the backstop 
adjusting screws to meet the above requirements. Tighten the adjusting 
screw lock nuts and recheck the requirements, 

BACKSPACE MECHANISM SPRING TENSION REQUIREMENT (For following Bulletins) 
Uy8B, Page 17, Paragraph A.1. 

1668, Page 18, Paragraph A. 
Change the requirement to read 3 to 6 ozs. instead of 4 to 6 ozs. 


Change applicable figure accordingly, 


